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Specifikacije

Windows je zaštitni znak ili registrirani zaštitni znak tvrtke Microsoft Corporation u SAD-u i/ili drugim državama.•	
Windows Vista je zaštitni znak ili registrirani zaštitni znak tvrtke Microsoft Corporation u SAD-u i/ili drugim državama.•	
Internet Explorer je zaštitni znak ili registrirani zaštitni znak tvrtke Microsoft Corporation u SAD-u i/ili drugim državama.•	
Macintosh, Mac, Mac OS, AirPort, Safari i Bonjour zaštitni su znakovi tvrtke Apple Inc. registrirani u SAD-u i drugim državama.•	
Adobe, Photoshop, Photoshop Elements i Lightroom registrirani su zaštitni znakovi ili zaštitni znakovi tvrtke Adobe Systems Incorporated u •	
Sjedinjenim Američkim Državama i/ili drugim državama.
Bluetooth je zaštitni znak tvrtke Bluetooth SIG, Inc., SAD, a licencu ima tvrtka Canon Inc.•	

Opće specifikacije
Rezolucija ispisa (tpi)

9600* (vodoravno) X 2400 (okomito)
*	 Kapi tinte mogu se postavljati s najmanjim razmakom od 1/9600 

inča.

Sučelje
USB ulaz:
	 Hi-Speed USB *1

Ulaz za izravan ispis:
	 PictBridge
	 Bluetooth v2.0 (dodatno) *2*3*4
	 USB flash pogon

LAN ulaz:
	 Žičani LAN: 100BASE-TX/10BASE-T
	 Bežični LAN: IEEE802.11n/IEEE802.11g/IEEE802.11b *5

*1	 Potrebno je računalo kompatibilno sa standardom Hi-Speed USB. 
Budući da je priključak Hi-Speed USB sučelje kompatibilno s 
priključkom USB 1.1, može se koristiti kao USB 1.1.

*2	 Maksimalna brzina: 1,44 Mb/s
*3	 Samo JPEG/PNG
*4	 Bluetooth veza služi samo za ispis.
*5	 Postavljanje moguće putem standardnog postavljanja, WPS (Wi-Fi 

Protected Setup) ili WCN (Windows Connect Now).

Širina ispisa
203,2 mm/8 inča
(za [Borderless Printing/Ispis bez obruba]: 216 mm/8,5 inča)

Radno okruženje
Temperatura: 5 do 35 °C (41 do 95 °F)
Vlažnost: 10 do 90 % RH (bez kondenzacije)

Okruženje za pohranu
Temperatura: 0 do 40 °C (32 do 104 °F)
Vlažnost: 5 do 95 % RH (bez kondenzacije) 

Napajanje
Izmjenična struja 100-240 V, 50/60 Hz

Potrošnja energije
Ispis (kopiranje): Pribl. 25 W *1
Stanje pripravnosti (minimalno): Pribl. 3,2 W *1*2
ISKLJUČENO: Pribl. 0,4 W
*1	 Bežični LAN je aktivan.
*2	 Vrijeme čekanja za stanje pripravnosti može se promijeniti.

Vanjske dimenzije
Pribl. 470 (Š) X 396 (D) X 199 (V) mm
Pribl. 18,5 (Š) X 15,6 (D) X 7,9 (V) inča
*	 S uvučenom podlogom za papir i ladicom za izlaz papira.

Težina
Pribl. 10,7 kg (pribl. 23,6 lb)
*	 S postavljenom ispisnom glavom i posudama s tintom.

Ispisna glava/tinta
Ukupno 6144 mlaznice (PgBK 512 mlaznica, Y/DyeBK svaka po 512 
mlazica, C/M/GY svaka po 1536 mlaznica)

Specifikacije kopiranja
Višestruke kopije

maks. 99 stranica

Prilagodba intenziteta
9 položaja, automatska postavka intenziteta (AE kopiranje)

Smanjenje/povećanje
25 % - 400 % (jedinica 1 %)

Specifikacije skeniranja
Upravljački program skenera

TWAIN/WIA (za Windows 7/Windows Vista/Windows XP)

Maksimalna veličina skeniranja
A4/Letter, 216 X 297 mm/8,5” X 11,7”

Rezolucija skeniranja
Maksimalna optička rezolucija (vodoravno x okomito): 4800 X 4800 tpi
	 (skeniranje filma: 4800 X 9600 tpi)
Maksimalna interpolirana rezolucija: 19200 X 19200 tpi

Gradacija (ulaz/izlaz)
Siva:	 48 bita/8 bita
	 (skeniranje filma: 48 bita/16 bita ili 8 bita)
Boja:	 48 bita/24 bita (RGB svaki 16 bita/8 bita)
	 (skeniranje filma: 48 bita/48 bita ili 24 bita)

Mrežne specifikacije
Komunikacijski protokol

TCP/IP

Žičani LAN
Podržani standardi: IEEE802.3u (100BASE-TX)/IEEE802.3 
(10BASE-T)
Brzina prijenosa: 10 M/100 Mb/s (automatsko prebacivanje)

Bežični LAN
Podržani standardi: IEEE802.11n/IEEE802.11g/IEEE802.11b
Propusnost frekvencije: 2,4 GHz
Kanal: 1-11 ili 1-13
*	 Propusnost frekvencije i dostupni kanali razlikuju se ovisno o državi 

ili regiji.
Brzina prijenosa (standardna vrijednost):	
	 IEEE802.11n: maks. 150 Mb/s
	 IEEE802.11g: maks. 54 Mb/s
	 IEEE802.11b: maks. 11 Mb/s
Komunikacijska udaljenost: U zatvorenom 50 m/164 stopa
*	 Efektivni raspon razlikuje se ovisno o okruženju i lokaciji u kojem je 

instaliran.
Zaštita:
	 WEP (64/128 bita)
	 WPA-PSK (TKIP/AES)
	 WPA2-PSK (TKIP/AES)
Postavljanje:
	 Standardno postavljanje
	 WCN (WCN-UFD/WCN-NET)
	 WPS (metoda pritiska gumba/metoda PIN koda)
Druge značajke: Administratorska lozinka

Specifikacije su podložne promjeni bez prethodne obavijesti.

O potrošnom materijalu
Potrošni materijal (posude za tintu / spremnici s tintom FINE (FINE Cartridges)) dostupni su 5 godina nakon prestanka 
proizvodnje.

Minimalni zahtjevi za sustav
Prilagodite se zahtjevima operativnog sustava ako su oni viši od ovdje 
navedenih.

  

Operativni sustav/Procesor/RAM

Windows 7, Windows 7 SP1
Procesor od 1 GHz ili brži 32-bitni 
(x86) ili 64-bitni (x64)
1 GB (32-bitni)/2 GB (64-bitni)

Windows Vista, Vista SP1, Vista 
SP2
Procesor od 1 GHz
512 MB

Windows XP SP2, SP3
Procesor od 300 MHz
128 MB

Mac OS X v.10.6
Intel procesor
1 GB

Mac OS X v.10.5
Intel procesor, PowerPC G5, 
PowerPC G4 (867 MHz ili brži)
512 MB

Mac OS X v.10.4.11
Intel procesor, PowerPC G5, 
PowerPC G4, PowerPC G3
256 MB

Preglednik

Internet Explorer 6 ili noviji Safari 3 ili noviji

Prostor na tvrdom disku

1,5 GB
Napomena: Za instalaciju 
softverskog paketa.
Potreban prostor na tvrdom disku 
može se promijeniti bez obavijesti.

1,5 GB
Napomena: Za instalaciju 
softverskog paketa.
Potreban prostor na tvrdom disku 
može se promijeniti bez obavijesti.

CD-ROM pogon

Potreban Potreban

Zaslon

SVGA 800 X 600 XGA 1024 X 768

Easy-PhotoPrint Pro je softverski dodatak za Canon Digital Photo •	
Professional ver. 2.1 ili novija, Adobe Photoshop CS5, CS4, 
CS3, CS2 i CS, Adobe Photoshop Elements 6, 7*, 8 i 9 te Adobe 
Photoshop Lightroom 2 i 3. 
*Samo Windows.
Windows: Rad se jamči samo s računalom s instaliranim sustavom •	
Windows 7, Windows Vista ili Windows XP.
Windows: Deinstalirajte paket softvera koji ste dobili s tintnim •	
pisačem Canon prije nadogradnje sustava Windows Vista na 
Windows 7, a zatim ga ponovo instalirajte.
Neke funkcije možda neće biti dostupne sa sustavom Windows •	
Media Center.
Macintosh: Tvrdi disk mora biti formatiran kao Mac OS Extended •	
(Journaled) ili Mac OS Extended.
Macintosh: Nakon nadogradnje sa sustava Mac OS X v.10.5 ili •	
starijeg na Mac OS X v.10.6, instalirajte paket softvera koji ste dobili 
s tintnim pisačem Canon.
Internet Explorer 7 ili 8 (Windows) ili Safari 4 ili noviji (za Mac OS X •	
v.10.5 ili noviji) potreban je za instalaciju programa Easy-WebPrint 
EX.

ENGLISH

Specifications
General Specifications

Printing resolution (dpi)
9600* (horizontal) X 2400 (vertical)
*	 Ink droplets can be placed with a pitch of 1/9600 inch at minimum.

Interface
USB Port:
	 Hi-Speed USB *1

Direct Print Port:
	 PictBridge
	 Bluetooth v2.0 (Option) *2*3*4
	 USB flash drive

LAN Port:
	 Wired LAN: 100BASE-TX/10BASE-T
	 Wireless LAN: IEEE802.11n/IEEE802.11g/IEEE802.11b *5

*1	 A computer that complies with Hi-Speed USB standard is required. 
Since the Hi-Speed USB interface is fully upwardly compatible with 
USB 1.1, it can be used at USB 1.1.

*2	 Maximum speed: 1.44 Mbps
*3	 JPEG/PNG only
*4	 Bluetooth connection is for printing only.
*5	 Setup possible through Standard setup, WPS (Wi-Fi Protected 

Setup) or WCN (Windows Connect Now).

Print width
203.2 mm/8 inches
(for Borderless Printing: 216 mm/8.5 inches)

Operating environment
Temperature: 5 to 35 °C (41 to 95 °F)
Humidity: 10 to 90 % RH (no condensation)

Storage environment
Temperature: 0 to 40 °C (32 to 104 °F)
Humidity: 5 to 95 % RH (no condensation) 

Power supply
AC 100-240 V, 50/60 Hz

Power consumption
Printing (Copy): Approx. 25 W *1
Standby (minimum): Approx. 3.2 W *1*2
OFF: Approx. 0.4 W 
*1	 Wireless LAN is active.
*2	 The wait time for standby can be changed.

External dimensions
Approx. 470 (W) X 396 (D) X 199 (H) mm
Approx. 18.5 (W) X 15.6 (D) X 7.9 (H) inches
*	 With the Paper Support and Paper Output Tray retracted.

Weight
Approx. 10.7 kg (Approx. 23.6 lb)
*	 With the Print Head and ink tanks installed.

Print Head/Ink
Total 6144 nozzles (PgBK 512 nozzles, Y/DyeBK each 512 nozzles, 
C/M/GY each 1536 nozzles)

Copy Specifications
Multiple copy

max. 99 pages

Intensity adjustment
9 positions, Auto intensity (AE copy)

Reduction/Enlargement
25 % - 400 % (1 % unit)

Scan Specifications
Scanner driver

TWAIN/WIA (for Windows 7/Windows Vista/Windows XP)

Maximum scanning size
A4/Letter, 216 X 297 mm/8.5" X 11.7"

Scanning resolution
Optical resolution (horizontal X vertical) max: 4800 X 4800 dpi
	 (Film Scan: 4800 X 9600 dpi)
Interpolated resolution max: 19200 X 19200 dpi

Gradation (Input/Output)
Gray:	 48 bit/8 bit
	 (Film Scan: 48 bit/16 bit or 8 bit)
Color:	 48 bit/24 bit (RGB each 16 bit/8 bit)
	 (Film Scan: 48 bit/48 bit or 24 bit)

Network Specifications
Communication protocol

TCP/IP

Wired LAN
Supported Standards: IEEE802.3u (100BASE-TX)/IEEE802.3 
(10BASE-T)
Transfer speed: 10 M/100 Mbps (auto switching)

Wireless LAN
Supported Standards: IEEE802.11n/IEEE802.11g/IEEE802.11b
Frequency bandwidth: 2.4 GHz
Channel: 1-11 or 1-13
*	 Frequency bandwidth and available channels differ depending on 

country or region.
Transfer speed (Standard value):
	 IEEE802.11n: max. 150 Mbps
	 IEEE802.11g: max. 54 Mbps
	 IEEE802.11b: max. 11 Mbps
Communication distance: Indoors 50 m/164 feet
*	 Effective range varies depending on the installation environment 

and location.
Security:
	 WEP (64/128 bits)
	 WPA-PSK (TKIP/AES)
	 WPA2-PSK (TKIP/AES)
Setup:
	 Standard setup
	 WCN (WCN-UFD/WCN-NET)
	 WPS (Push button configuration/PIN code method)
Other Features: Administration password

Windows is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or other countries.•	
Windows Vista is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or other countries.•	
Internet Explorer is a trademark or registered trademark of Microsoft Corporation in the U.S. and/or other countries.•	
Macintosh, Mac, Mac OS, AirPort, Safari and Bonjour are trademarks of Apple Inc., registered in the U.S. and other countries.•	
Adobe, Photoshop, Photoshop Elements and Lightroom are either registered trademarks or trademarks of Adobe Systems Incorporated in the •	
United States and/or other countries.
Bluetooth is a trademark of Bluetooth SIG, Inc., U.S.A. and licensed to Canon Inc.•	

Specifications are subject to change without notice.

About Consumables
Consumables (ink tanks / FINE Cartridges) are available for 5 years after production has stopped.

Minimum System Requirements
Conform to the operating system’s requirements when higher than 
those given here.

  

Operating System/Processor/RAM

Windows 7, Windows 7 SP1
1 GHz or faster 32-bit (x86) or 64-
bit (x64) processor
1 GB (32-bit)/2 GB (64-bit)

Windows Vista, Vista SP1, Vista 
SP2
1 GHz processor
512 MB

Windows XP SP2, SP3
300 MHz processor
128 MB

Mac OS X v.10.6
Intel processor
1 GB

Mac OS X v.10.5
Intel processor, PowerPC G5, 
PowerPC G4 (867 MHz or faster)
512 MB

Mac OS X v.10.4.11
Intel processor, PowerPC G5, 
PowerPC G4, PowerPC G3
256 MB

Browser

Internet Explorer 6 or later Safari 3 or later

Hard Disk Space

1.5 GB
Note: For bundled software 
installation.
The necessary amount of hard disk 
space may be changed without 
notice.

1.5 GB
Note: For bundled software 
installation.
The necessary amount of hard 
disk space may be changed 
without notice.

CD-ROM Drive

Required Required

Display

SVGA 800 X 600 XGA 1024 X 768

Easy-PhotoPrint Pro is a software plug-in for Canon Digital Photo •	
Professional Ver. 2.1 or later, Adobe Photoshop CS5, CS4, CS3, 
CS2, and CS, Adobe Photoshop Elements 6, 7*, 8 and 9, and Adobe 
Photoshop Lightroom 2 and 3. 
*Windows only.
Windows: Operation can only be guaranteed on a PC with Windows •	
7, Windows Vista or Windows XP pre-installed.
Windows: Uninstall software bundled with the Canon inkjet printer •	
before upgrading from Windows Vista to Windows 7, then install the 
bundled software again.
Some functions may not be available with Windows Media Center.•	
Macintosh: Hard Disk must be formatted as Mac OS Extended •	
(Journaled) or Mac OS Extended.
Macintosh: After upgrading from Mac OS X v.10.5 or lower to Mac •	
OS X v.10.6, install software bundled with the Canon inkjet printer.
Internet Explorer 7 or 8 (Windows), or Safari 4 or later (for Mac OS X •	
v.10.5 or later) is required to install Easy-WebPrint EX.

CANON INC.
30-2, Shimomaruko 3-chome, Ohta-ku, Tokyo 146-8501, 
Japan

CANON EUROPA N.V.
Bovenkerkerweg 59-61 1185 XB Amstelveen  
The Netherlands
www.canon-europe.com

CANON INC.
30-2, Shimomaruko 3-chome, Ohta-ku, Tokyo 146-8501, 
Japan

CANON EUROPA N.V.
Bovenkerkerweg 59-61 1185 XB Amstelveen  
The Netherlands
www.canon-europe.com

Canon Adria d.o.o.
Dunajska cesta 128a
1000 Ljubljana, Slovenia
www.canon.si


