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Tube Warmer

User’s Manual

Thank you for purchasing the tube warmer. Before using the product, please read this manual carefully. After reading, keep it safely
for future reference. For more details about the product operation, refer to the user's manual for the printer.
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A WARNING

+ The tube warmer contains parts that could cause an electric shock or burn. Be careful to avoid inadvertent
contact. Never disassemble or modify the warmer as this could cause a fire.

A CAUTION

* Do not leave a tube heated in the warmer for a long time. Overheated tube could cause a fire.

* Do not put fingers into the media feed port or media delivery port of the tube warmer as this could cause burn.

* The tube warmer accepts print media listed below. It cannot be used with the other media.
Compatible print media: Tube (PVC) and Clear tube with inner diameters ranging from 1.5mm to 6.5mm.

* The tube warmer turns off when label, plate, or wrap around tape is selected or when the warmer is not mounted on the printer.

* Normally, use the tube warmer in [Auto] setting. If the tube is left installed in the tube warmer while [RDY] (ON) is selected, the tube becomes
too warm, which can cause printing and feeding to fail.

+ Default setting of the warmer temperature is "Mid". If there should be a poor image quality due to wrong temperature setting, adjust the setting.

+ Periodically clean or replace the cleaner. Dirt on the cleaner will cause print smears. )

Names of Parts

The tube warmer is an attachment that warms tube
hardened at low temperature. It enables smooth tube
feeding and printing.

li Cleaner

Size switch lever

Media delivery port

Using the Tube Warmer

B Attaching the Tube Warmer

Fit part (a) of the connector for tube warmer into slot (b) in
the printer, and then push the warmer straight downward
until it clicks into place.

< &

Insert a tube into the warmer in the same manner as into
the tube attachment.

B Detaching the Tube Warmer

When a tube is placed in the printer, pull the tube out of the
printer before detaching the warmer. As shown in the figure,
grasp the tube warmer while pushing its two stoppers o
and pull it straight upward 9

+ Do not lift the tube warmer diagonally. It may damage the
connector on the bottom of the tube warmer.

B Setting of the Warmer

The operation mode setting of the tube warmer can be changed as
follows. For more details about how to change the mode, refer to
the user’s manual for the printer.
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+ Automatic [Auto]
Tube is warmed only during printing. When Print is
selected, printing starts after the tube is warmed to the
specified temperature.
* ON [RDY]
The tube remains warmed during standby mode. This mode
shortens the warm-up time allowing printing to start immediately,
which is particularly beneficial for continuous print jobs. [WAI]
appears on the display when the temperature is being adjusted.
* OFF [OFF]
The setting of the tube warmer is disabled.



